
Feature
COB LEDS have great advantage of thermal resistance，larger cooling area，better lighting 
effect and high light efficacy

COB（chip on board），is a new technology of LED packaging for LED light engine. Multiple 

LED chips are packaged together as one l ighting module

DEFINITION

Electrical stability，circuit design，optical design，thermal design is scientific and reasonable.

Heat sinking technology is used to ensure that the LED has industry-leading heat 

lumen maintenance（95%）.

Convenient for the secondary optics of the product and improve the lighting quality.

High color rendering，uniform light emission，no spot.healthy environment protection.

The installation is simple,easy to use.reducing the difficulty of lighting design，saving lamp processing 

and subsequent maintenance costs.

COB Down Light



Power  :

Luminous  Flux:

Efficacy:

Hole size（mm） :

Power Factor:

CRI(Ra):

Color Temperature :

Light source:

Input Voltage:

Rated life :

Warranty:

≥0.7

≥80

3000K/4000K/8000K

Highlight COB chip

CB certified drivers

10000h

3 years

7W

490Lm

70Lm/w

Φ70

Size（mm）: Φ90*H50

10W 15W 18W 30W 50W 60W

700Lm 1100Lm 1350Lm 2100Lm 4200Lm 5000Lm

70Lm/w 73Lm/w 75Lm/w 70Lm/w 84Lm/w 83Lm/w

Φ100 Φ140 Φ145 Φ200 Φ195 Φ195

Φ130*H50 Φ160*H50 Φ185*H50 Φ220*H50 Φ220*H80 Φ220*H80

≥0.9

LED driver:

AC 85-265V 50/60Hz

Product Parameter

HU-636



Product Details



Product Details
Quality�is�our�guarantee



Application



GE-100/7W GE-100/7Y



GE-100/10W GE-100/15W GE-100/15Y

GE-103/18W GE-103/18Y GE-100/30W



GE-100/30Y GE-100/50W GE-100/60W
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